PROCUCT ZULLEITIN K-SPRAY BULLETIN NO:  J 5503
DEEALL ACCIIZ0RY CEILING TEXTURE DATE: ‘ 3423173
PrODUCTS _ PAGE: 1 of 2
APFIOVALS: L PROLUCING PLANT | CANCELS: 35503 "
| 2 iC ‘?ﬁfq&ﬁ 7 SEATTLE DATE: 12/14/72

BULLEEEH K DESCRIPTION g POIES GALISS

442 Tale Westal 202 11.55 300

443 Tale H-C ' 7.70 200

220 Limestone - Whiting J Tl.22 |- 1850

| L6 Titenium Pigment ¥ | 2.31 &0

040 Asbestos 7D 1 1 s 100

245 Thickener ’ .58 15

350 Monsanto KGR F 77 20

330 Polyvinyl Alcohol S .19 5

026 pmmonium Pentaborate . .06 1.5

453 Preservative / ' 04 1.00

074 Burnt Umber - 0.13 2 oz

324 Styrene Aggregate 1.73 45 90 cu.it.

TOTAL 3 100,00 | 2597.63
;

MANUFACTURTHG TNSTRUCTIONS:
/ .
See Process Bulletin No. J-4.
Dry blend for 2 minimum of 12 minutes.
Packege 40 lbs minimum per bag,
Mark all bags U/. S. Patent No. 3,338,848,
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QUALITY COUTHOL: /

TM-1B Visco_s/ity, ac .per 100 gm to give 6"
dia?eter patty 168 -~ 180 cc

Tid=3A Bond ) Equal to Standard

KG2001719
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R PRODUCT BULLEITY K-SPRAY BULLETIN NO: 75503
‘ - ! DRYWALIL ACCESSORY CETIING TELTURE DATE: 3/23773
: PRODUCTS A KSS PAGE: i .
‘I ’ V - .
_ APPROVALS B! 33 SEATTLE CANCELS: J 5503
. - A {M q | DATE: 10/16/69

-PRODUCT SPECIF ICATICNS:

Test Procedures as specified in Bulletin T-7,

™-1B Viscosity {Slump test; patty
diameter of 6&m) 185 to 210 cc
TM-2 pH (meter) g.5 1o 10.0
™-2 Bond ‘ *Equal to Standard
TM-13 Reflectance (%) 83.0% minimum
™-20 Cracking No eracks or heavy checking
TM-22 Size gradation (5C0 ce sample) .
a. Retained on 16 mesh © 230 to 350 e
b. Passing 19, retained or 50 mesh 100 to 200 ce
L TM-33 Dry loose density (pounds per
. cubic foot) 22 - 23
TM-34 Hardness #Ejual tc Standard

*NOTE: K-Spray coded to be used as standard for cne year minimum.
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